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 ACCESS ROPE

DIAMETER

TECHNICAL SPECIFICATIONS

mycourant.com 

 courantverticalliving

 courantaccessandrescue

KEY FEATURES

BANDIT

EN1891-A

WHITE           • Materials / construction: 32-strand Polyamide 
   sheath with parallel twisted Polyamide core
• Static resistance: 29kN
• Resistance with stitched eye: 22kN
• Resistance with figure of 8 knot: 20kN
• Mass per meter: 68gram
• Sheath percentage: 37%
• Sheath slippage: 0.1%
• Elongation 50/150Kg: 2.3%
• Knotability: 1.0
• Retraction with water: 3.6%
• Maximum lifespan: 10 years under 
   normal working conditions

MADE IN 
FRANCE
MADE IN 
FRANCE

Ø 10.5 mm

Reference: ML400B+++++

RED

• Highly versatile rope
• Wear resistant and supple
• Several colour options
 

The Bandit continues to be a popular access and rescue rope due to 
its supple but wear resistant braided sheath and the twisted yarn core 
which keeps the rope flexible over time. The rope does not stiffen, 
maintains its roundness and provides good knotability while in use. 

Available with 1 or 2 stitched eyes

20, 40, 60, 100, 200, 900 meters
Other lengths available on request

Also available in full black

BLUE


